MOUNTING PARTS

To mount the X-Power, begin by unscrewing the D bolt
and lowering the rear brake pedal.

Peér facilitara il montagges dal X-Fower svitars [a vite D
del pedale & abbassario.

Yo

Remove 4 OEM lgnition cover bolts exactly as indicated
in the Image above. Attach the X-Power Ilgnition cover
with the remaining 4 € bushings and the 3 stock ignition
cover bolts and tighten to the OEM torque settings in the
owners manual.

Rimugwvere le 4 viti ariginali indicate in figura.

Maontare la protezione accensione X-Powar con ba viti
originali ¢ le 4 boccole C. Coppla di chiusura

come riportato su manuale moto,

-

Remove 4 OEM clutch cover bolts exactly as indicated

in the image above. Attach the X-Power clutch cover
utilizing the 4 OEM bolts and 4 of the included € bushings
and then tighten to the manufacturers suggested torque
sottings as Indicated In the owners manual. Re-install the
rear brake bolt D. And tighten them te the manufacturars
suggestaed torque sottings.

Rimuowvarna b 4 witi originali indicate in figura, Montare la
protezione fnzione X=-Powsar con ke witi criginali @ ke 4 boteole
C. Hiposizonare Il pedala, & navatang b vt [ Coppea o
chiusura come riportato su manuale moto.



