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A - (1 pcs) B - (1 pcs) C - (4 pcs) D - (4 pcs)

3 - Tighten the central bracket (B) to the headlight (A) 
      using the screws (D). 
3 - Assemblare la sta�a centrale (B) alla mascherina (A) 
     fissandola attraverso le viti (D).

4 - Insert the rubber bands (C) into the  corresponding 
      holes. 
4 - Assemblare gli elastici (C) infilandoli nei rispettivi fori.

E - (1 pcs) G - (2 pcs)F - (1 pcs)
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1 - Remove the original headlight. 
1 - Rimuovere la mascherina originale. 

2 - Tighten the top bracket to the headlight (A) using 
      the screws (D) and the nuts (G). 
2 - Assemblare la sta�a superiore alla mascherina (A) 
     fissandola attraverso le viti (D) e i dadi (G).
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WARNING!
Use at your own risk. Check the security of your device before you ride. Be sure that you follow the instructions installing the 
Acerbis products. Do not ride if there is missing or damaged hardware. If  this is the case, take the item immediately back to 
your dealer. Make sure the throttle and other controls are free every time you ride. Lack of attention to instruction and warning 
could lead to interference with the controls, loss of control, and  an accidents. Acerbis recommends that installation must be 
done by a licensed mechanic and that only Acerbis is original parts are used during fi tting. Acerbis makes no guarantees or 
representations, express or implied, regarding the fi tness of its products for any particular purpose. Acerbis makes no guarantees 
or representations, express or implied, regarding the extent to which its product protect individuals or property from injury or 
death or damage.
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5 - Check that the rubber bands are mounted as 
     shown in the figure.
5 - Verificare che gli elastici siano montati nel modo 
     rappresentato in figura.

6 - Place the headlight on the bike and slide the cable, 
     then apply the spoiler (E).
6 - Dopo aver montato la mascherina sulla moto, far 
      passare il tubo e applicare lo spoiler (E) avvitandolo
      con la vite (F).

WARNING:
THE HEADLIGHT MUST BE CONNECTED TO A MOTORCYCLE

WITH BATTERY SYSTEM WITH DIRECT CURRENT
MIN 9V - MAX 32V

ATTENZIONE:
IL FARO DEV’ESSERE COLLEGATO AD UNA MOTOCICLETTA

A IMPIANTO BATTERIA CON CORRENTE CONTINUA
MIN 9V - MAX 32V


